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Manufacturer's declaration  

The manufacturer 

Shenzhen SOFARSOLAR Co., Ltd. 

11/F., Gaoxinqi Technology Building, Xingdong Community,  

Xin'an Sub-district, Bao'an District, Shenzhen City, China 

 

We hereby declare that Sofar’s inverters listed below meet the requirements of SUNSPEC protocol 

implementation which meet the mandatory functional requirements of Polish OSD and 

in accordance with the applicable standards and protocols. 

The device is equipped with an RS485 input port supporting the SUNSPEC communication protocol to

 accept control commands from the Distribution Network Operator. 

 

This declaration applies to all identical copies of the specified product families. 

The declaration loses its validity if unauthorized changes are made to the device or the operating 

instructions are not observed. 

   

 

Shenzhen, 06/02/2024                                                           Rock Xiao, Director of Product Solution Department

  

 

Product Min Firmware version  

SOFAR 4-12KTL-X V370 

SOFAR 30-40KTL-G2 V410 

SOFAR 3.3-12KTLX-G3 V100010 _10_ 11 

SOFAR 15-24KTLX-G3 V100010_03 _12 

SOFAR 25-50KTLX-G3 V040002_L01_I02 

SOFAR 60-80KTLX-G3 V010007_06_07 

SOFAR 75-136KTL-Pro V040005_05_08 

SOFAR 100-125KTLX-G4 V020002 

SOFAR 350KTLX0  V1.3.8_8_10 

SOFAR HYD 5-20KTL-3PH V110251_51_51 

http://www.sofarsolar.com/
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Deklaracja Producenta 

Producent 

Shenzhen SOFARSOLAR Co., Ltd. 

11/F., Gaoxinqi Technology Building, Xingdong Community, 

Xin'an Sub-district, Bao'an District, Shenzhen City, China 

 

Niniejszym oświadczamy, że falowniki Sofar wymienione poniżej spełniają wymagania implementacji 

protokołu SUNSPEC, który spełnia obowiązkowe wymagania funkcjonalne polskich OSD, oraz zgodnie 

z obowiązującymi normami i protokołami. 

Urządzenie jest wyposażone w port wejściowy RS485 obsługujący protokół komunikacji SUNSPEC,  

który umożliwia przyjęcie od Operatora Sieci Dystrybucyjnej poleceń sterujących  

 

Niniejsza deklaracja dotyczy wszystkich identycznych egzemplarzy określonych rodzin produktów. 

Deklaracja traci ważność w przypadku wprowadzenia nieautoryzowanych zmian w urządzeniu lub 

nieprzestrzegania instrukcji obsługi. 

 

Shenzhen, 06/02/2024                                             Rock Xiao, Dyrektor Departamentu Rozwiązań Produktowych 

  

Produkt Min  Wersja firmware 

SOFAR 4-12KTL-X V370 

SOFAR 30-40KTL-G2 V410 

SOFAR 3.3-12KTLX-G3 V100010 _10_ 11 

SOFAR 15-24KTLX-G3 V100010_03 _12 

SOFAR 25-50KTLX-G3 V040002_L01_I02 

SOFAR 60-80KTLX-G3 V010007_06_07 

SOFAR 75-136KTL-Pro V040005_05_08 

SOFAR 100-125KTLX-G4 V020002 

SOFAR 350KTLX0  V1.3.8_8_10 

SOFAR HYD 5-20KTL-3PH V110251_51_51 

http://www.sofarsolar.com/

